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Luminaires use fluorescent lamps that contain 
small amounts of mercury. Such lamps are labeled 
“Contains Mercury” and/or with the symbol “Hg.”  
Lamps that contain mercury must be disposed of 
in accordance with local requirements. Information 
regarding lamp recycling and disposal can be found 
at www.lamprecycle.org

EnOcean ®, alliance logo, alliance member logo and ingre-
dient logo are registered trademarks of EnOcean GmbH 
and EnOcean Alliance Inc. All other product or service 
names are the property of their respective owners.
© EnOcean Alliance Inc., 2008.
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 Performance Slider
Effective. Energy. Environment.
Float

TM
 creates a balanced luminous environment without a view of the lamps. Utilizing the latest 

energy efficient T5/T5HO lamps and MesoOptics®, Float
TM

 delivers energy efficient performance 
with wide row spacing.

Dimensions Distributions
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Configuration

Room Area  
(Length x Width)

Suspension Length

15'x25' 24" 10' N/A 0.72 50.5  16’ single row 2T5 BN - 70/30

48'x48' 18" 10' 5.0:1 0.94 43.8 16' 2T5 BN - 70/30

60'x60' 14" 10' 6.2:1 0.87 41.6 16' 2T5 BG - 20/80

60'x60' 18" 10' 6.8:1 0.71 34.6 20' 2T5 BN - 70/30

60'x60' 18" 10' 5.5:1 0.87 41.9 16' 2T5 BG - 20/80

60'x60' 24" 10' 5.6:1 0.71 38.5 20' 2T5 BN - 70/30

60'x60' 24" 10' 4.5:1 0.87 42.4 16' 2T5 BG - 20/80

60'x60' 24" 10' 8.8:1 0.90 46.0 16' 2T5 BN - 70/30

60'x60' 36" 12' 7.7:1 0.98 44.9 20' 2T5HO BN - 70/30

40'x20' 24" 10' N/A 0.88 36.6 24’ single row 2T5HO BN - 70/30

15'x25' 24" 10' N/A 0.94 36.3 12’ single row 2T5HO BN - 70/30
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Lighting Results

Detail. Design. Delivered. 
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