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True Direct/Indirect Performance Without a Louver About MesoOptics®

MesoOptics® technology allows Sync™ to offer all the benefits of visually-comfortable Ledalite’s MesoOptics technology
direct/indirect lighting without a louver. It creates an ideal balance of offers a revolutionary way to control

ambient and task-focused lighting, with efficiencies as high as 88.3%. Iight—allowing isd thg cre_ation of
visually comfortable lighting products

that are exceptionally energy efficient.
MesoOptics is produced in a manner
similar to the holograms that appear
on most credit cards. Using this
process, tiny microstructures no
greater than 5 microns in size are

112.5" peak candela angle and
2.2:1 peak to zenith

Upper Hemisphere (70%)

Low peak candela angle provides:
- excellent uniformity
- lower power densities

[ 1%

. . 90 %0
+ wider row spacing applied to a substrate such as acrylic,
Lower Hemisphere (30%) polycarbonate, or glass. It is these
. misphe ‘ - microstructures that create the highly-
BatV\l”ng SIStr;bch')lrl] DFQVI?GS- IR 8 & unique characteristics of lighting
* glare-ree task (lilumination control mests o control that MesoOptics provides.
»no direct view of lamps RP1 criteria . o
27.5" peak angle minimizes
veiling reflections
Purify: MesoOptics removes striations and hot spots from lighting
Fewer Fixtures = Lower Energy Costs sources, creating smooth gradients of pure, white light free from color

shifts.

Sync lends itself to wide row spacing, which means you can create a balanced luminous environment,
using fewer fixtures and less energy.

Control: MesoOptics can constrain or disperse lighting for optimum
control and uniformity. It also allows for the creation of highly-controlled
beam patterns and has the ability to redirect light into desired angles.

Lamping On Center Suspension Light Ceiling Power Density l 1 /

Spacing Length Levels (fc) Uniformity (W/sq. ft.)
2T5 20 24" 42.0 5.3:1 0.71 \
16' 18" 52.4 6.1:1 0.93
14' 18" 55.0 5.7:1 1.00
218 1 18 425 1031 087 Sustain: MesoOptics is a highly efficient material that allows up to
95% of the light that enters to pass through. This enables the creation
12 18" 53.4 5.3l 1.09

of highly energy-efficient lighting products that are environmentally
responsible and visually healthy.

All calculations performed using 80/50/20 reflectances with a 10 ft ceiling height. Maintenance factor used is .86 (T5) /.75 (T8). Power density calculated using

measured input watts to the fixture at time of photometric testing. All layouts based on 1764 ft? spaces or larger.
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Optional Sensor Integration

Sync™ is available with Ledalite’s Response® Daylight sensors.
These fully-integrated sensors can provide 30-35% energy savings
in window-adjacent locations—helping to reduce operating
expenses and comply with new energy codes.

Response Daylight sensors are factory pre-calibrated and ready to
use right out of the box. Just plug in the fixture—no power packs,
standalone sensors or low-voltage wiring schemes required. The
sensors adjust light output gradually with minimal distraction for
occupants. A built-in delay prevents disruptions from passing
clouds and occasional shadows.

For more detailed info visit: www.ledalite.com/response

3

Sync™ Order Guide

Product Series/Type Lamping Lower Optics Upper Optics Run Length Wiring Voltage Ballast Finish
7406 Sync Direct/Indirect Direct/Indirect Q MesoOptics®Lens N None Enter total run 1 Tcct 1 120V E Electronic W Standard White
7408 Sync Wall F02 2T5 G 80% Down Kit length in feet 2 2cct 2 2TV C Factory Color
H02 2T5HO0 J 100% Down Kit (4ft increments) 3 1cct w/ Emergency cct 3 347V X Custom Color
TO2 2T8 5 1cct w/ Battery Pack
7 1cct Dimming
Wall
FO1 1T5
HO1 1T5HO
To1 178 Available in 4t or 8ft Consult website for full list Consult website for full Consult website for full list of
modules of available wiring options list of supported ballasts available factory colors

Note: Some options may not be available for each configuration. Consult factory for details.
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19750-92A Avenue
Langley, BC, Canada V1M 3B2

Tel: 604.888.6811
Toll free fax: 1.800.665.5332
Email: info@ledalite.com

Luminaires use fluorescent lamps that contain

small amounts of mercury. Such lamps are labeled
“Contains Mercury” and/or with the symbol “Hg.”
Lamps that contain mercury must be disposed of

in accordance with local requirements. Information
regarding lamp recycling and disposal can be found
at www.lamprecycle.org
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